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4.2	TWO	METHODS	OF	INSTALLATION

	 4.2.1	Installation	above	the	slab	/	coupled	to	the	shower	tray.	 PAGE	10-11

	 4.2.2	Installation	under	the	slab	/	under	the	shower	tray	or	bathtub

	 with	desired	separation.																 	 	 	 PAGE	12-14

4 

 

TWO METHODS OF INSTALLATION 

[I] pp. 5-7 

[II] pp. 8-10 

Installation above the slab / coupled to the shower tray 

Installation under the slab / under the shower tray or bathtub with desired separation 
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[I] pp. 5-7 

[II] pp. 8-10 

Installation above the slab / coupled to the shower tray 

Installation under the slab / under the shower tray or bathtub with desired separation 



10 | 16

4.2.1	INSTALLATION	-	METHOD	1

1

2

3

Using	a	spirit	level	and	4	adjustable	feet	(6)	adjust	the	unit’s	height	and	
position	it	horizontally	in	its	final	location.	The	internal	bore	of	the	Megaflo	
Horizontal	SHRU	already	has	a	slope	of	2%	to	ensure	the	correct	flow	of	waste	
water	from	the	shower.

Put	the	shower	tray	over	the	Megaflo	Horizontal	SHRU	and	align	it.	 	
Remove	the	tray	for	implementing	the	next	steps.

Remove	components	(1),	(2),	and	(3).
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4

5

6

Connect	the	mains	cold	water	to	the	unit’s	inlet	(7),	and	preheated	wa-
ter	outlet	(8)	from	the	unit	to	the	cold	side	of	the	shower	mixer	tap	and/
or	domestic	water	heater	(depending	on	installation	configuration).	Use	
both	of	the	provided	Male	1/2’’	fittings	and	seal	the	connections.

Connect	the	Megaflo	Horizontal	SHRU	drain	water	outlet	(9)	to	the	drain	
pipe	sewer/floor	drain.

We	recommend	that	the	installer	performs	a	leak	test	on	the	mains	
water	circuit	and	on	the	drain	water	circuit	to	ensure	the	integrity	of	the	
inlet and outlet connections.

Replace	shower	tray	and	re-attach	components	(1),	(2),	(3)	and	(4).
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Remove	components	(1),	(2),	(3)	and	(4).

Install	a	90°	elbow	Ø40	mm.	Ensure	that	the	elbow	fits	beyond	the	seal	
of the unit.

If	necessary,	use	an	appropriately	rated	PVC	pipe	of	suitable	length.	

4.2.2	INSTALLATION	-	METHOD	2
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Using	screws,	fix	the	Megaflo	Horizontal	SHRU	to	the	slab.

Make	sure	that	the	unit	is	installed	horizontally.	The	internal	bore	of	
the	Megaflo	Horizontal	SHRU	already	has	a	slope	of	2%	to	ensure	the	
correct	flow	of	waste	water	from	the	shower.

Connect	the	mains	cold	water	to	the	unit’s	inlet	(7),	and	preheated 
water	outlet	(8)	from	the	unit	to	the	cold	side	of	the	shower	mixer	tap	
and/or	domestic	water	heater	(depending	on	installation	configuration).	
Use	both	of	the	provided	Male	1/2’’	fittings	and	proceed	to	seal	in 
accordance	with	best	plumbing	practice.	Connect	the	Megaflo 
Horizontal	SHRU	drain	water	outlet	(9)	to	the	drain	pipe	sewer.
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We	recommend	that	the	installer	performs	a	leak	test	on	the	mains	
water	circuit	and	on	the	drain	water	circuit	to	ensure	the	integrity	of	
the inlet and outlet connections.

Install	the	shower	tray	and	the	shower	valve.

Draw_16
WEIGHT: 

A3

SHEET 1 OF 1SCALE:1:10

DWG NO.

TITLE:

REVISIONDO NOT SCALE DRAWING

MATERIAL:

DATESIGNATURENAME

DEBUR AND 
BREAK SHARP 
EDGES

FINISH:UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:
   ANGULAR:

Q.A

MFG

APPV'D

CHK'D

DRAWN

5.	MAINTENANCE

6.	WARRANTY	-	2	YEARS

The	Megaflo	Horizontal	SHRU	has	been	designed	to	require	minimal	maintenance	other	
than	regular	cleaning	of	traps	and	filters	removing	all	hair	and	dirt,	thus	preventing	
blockages.

To	avoid	losing	efficiency	in	the	long	term,	we	recommend	you	periodically	dissolve	
soap	residue	on	the	inside	copper	pipe	with	your	usual	drain	cleaner	and/or	to	clean	
the	unit	with	a	pipe	cleaning	brush	and	hot	water.

During	the	warranty	period,	the	manufacturer	or	an	authorized	service	company	will	
replace	or	repair	any	Product	that	has	a	defect	in	design,	material	or	workmanship.

The	warranty	will	be	invalidated	if	product	failures	are	caused	by	the	following:

•	Installed	with	cold	inlet	pressure	above	6	bar.

•	Use	of	the	system	without	a	trap.

•	Inadequate	cleaning	of	the	trap.

•	Installation	of	the	Megaflo	SHRU	not	in	accordance	to	these	instructions..

•	Unauthorized	repairs	and	modifications.
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Customer Service

Important notice to installations outside of the UK.

Telephone:
0344 8711535

Facsimile:
0344 8711528

E-mail:
megafloservice@heateam.co.uk

Megaflo
Hurricane Way
Norwich
Norfolk
NR6 6EA

References to legislation, legal requirements, regulations, building regulations benchmark, spares stockists, guarantees and warranty are
ONLY APPLICABLE WITHIN THE UK.

For local legislation, legal requirements, regulations, building regulations outside of the UK, contact your local Authority.

For spares stockists, guarantees and warranty outside the UK, contact your local supplier or,

Export Sales

T: +44 (0)1603 420271

F: +44 (0)1603 420199

E: export.sales@heatraesadia.com

36006062_Issue_16

customer.support@heatraesadia.com
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