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Please read and understand these instructions prior to installing your SuperChill Floor 

Mounted water chiller. Particular attention should be paid to the section headed 

IMPORTANT INSTALLATION POINTS. Following installation and commissioning 

the operation of the water chiller should be explained to the customer and these 

instructions left with them for future reference. 

TECHNICAL SPECIFICATIONS 

Electrical rating . . .. . . . . . . . . . . .. . . . . . . . . . . . . . . . .. . . . . . . .  180W 230/240V  ~
Compressor power . . . . . . . . . . . . . . .. . . . . . . . . . . .. . . . . . . . .  1/10 HP 
Chilled water output ............................................. 30 l/hour (7.9 gal/hour) 
Nominal water outlet temperature ........................ 10°C
Ice Bank instant chiller technology
Weight (full) ......................................................... 26 kg 
Rated pressure ..................................................... 3.5 bar 
Minimum recommended supply pressure ........... 1 bar 
Refridgerant gas/gas charge weight ................... R134A/75g 
Operating temperature range ............................... min. 5°C/max 35°C 

1.0 IMPORTANT INSTALLATION POINT S 

1.1 If the water chiller has been laid down or turned upside down during transit or 

installation it should be allowed to stand for 8 hours in an upright position before 

commissioning. 

1.2 If the inlet water supply pressure exceeds 3.5 bar a pressure reducing valve set at 

between 2 and 3.5 bar should be fitted to the mains water supply to the chiller. 

1.3 Adequate ventilation must be allowed through the chiller cabinet. DO NOT 

obstruct the ventilation louvres or place the chiller back flush to the wall. The 

condensor assembly should be periodically cleaned to prevent a build up of dust 

or dirt on the cooling fins. 

1.4 The chiller must be installed vertically on a level surface. The chiller is provided 

with an adjustable foot, ensure the unit sits on all four feet to avoid excessive 

vibration. 

1.5 The chiller is supplied fitted with an in line water filter. The filter cartridge must be 

periodically replaced to ensure its continued efficient operation. Replacement filter 

cartridges should be of the same manufacture and type as that originally fitted. 
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Ice bank
pump

Water Hammer Arrestor

If instead of being connected directly to the aqueduct the machine
is connected to an autoclave pump, then it is necessary to install
above the water supply a “Water Hammer Arrestor” device to prevent
“water hammers”.
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